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Abstract i situ porosity and permneabilityN were ~neasurc'd on Great Bahamna Bank
sediments using electrical condhuctivitY and perineabiliti probes. Core, sam ples were
recovered ait the probe tjeasuremnent sites fir laboratory (/eterPunatton% ol/ poros iv
and permeability. Penetration depths of ton's and probes wee' approximanute/v 2.5 in
SUbbottoin.

In situ porosities1 of the oi~itic sands Jor depths of 0-2,5 mn suhlbotomn ranged
between 36% and 50%, and at s1ites1 in the sotnenhat mnuddier om1iliic sediments the
porosities ranged from 42 % to 61 %. The in situ permneabilitiesv ranged from 0.00X32
cmnls (3.3 dareYs) to 0.068 cin/s (71 daircvs) ait tu' .site's where porosities wen'
determined. Liboratory values of porosity, are comparable to values obtaineul bY in
situ measurements: however, laboratory p('rneabilitY v-alues tire appravimnately an
order 01 nagmitude lower than in situ Values. The re'duc'd perineability mneasured in
the' laboratory i~s attributed to disturbance of' the tnicrofimbric dui, ing coring.
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transport, and laboratory sampling. A detailed examination ofthe microfabric can be
j uod in a companion article (Bennett et al. 1990).

The high in situ porosities and permeabilities of these carbonate sediments arc
predominantly the result o] the combined effects of both the sediment grain size
distribution and the mnicrofalbric. The classification scheme oj Dunham (/962) for
carbonete rocks (wackestone, packstone, etc.) does not always provide a clear
picture of some of the crucial properties of carbonate sediments (porosity,
permeabilitv etc.). nor does thit scheme provide a realislit"finctiona/ deicription o
the behavior of these sediments when subjected to static and dynamic stresses.

Keywords sedimients marine, porosity, permeability, Great Bahama Bank, in situ.
laboratory, carbonate

Introduction

Hclkcenz cz-b,,,at, ,ediments of the Bahamas and South Florida coastal areas have been
studied exte-nsively during the past few decades. Investigations have addressed numerous
aspects of shallow-water carbonate sedimentation in order to understand the various
geological, biological, and chemical processes and factors responsible for the formation.
modes of deposition, depositional environments. diagenesis. and physical properties of
these deposits (iing 1954; Ginsburg et al. 1963: Purdy 1963a, 1963b. Shinn et al.
1969; Morelock and Bryant 1972; Mullins and Neumann 1979). More recently. studies
have focused on carbonate sediment and rock porosity, permeability, and fabric because
of the importance of these properties to the processes of conslidation/compaction (de-
watering). diagenesis, cementation, and hydrocarbon accumulation (Enos and Sawatsky
1981: Bhattacharyya and Friedman 1984; Schmoker and fiester 1986, Evans and Gins-
burg 1987).

The depositional microstructure and mass physical properties of both carbonate and
terrigenous sediments play critical roles in determining poqtdep,,itiona! preeri,; dur
ing burial diagenesis and consolidation processes (Bennett and Nelsen 1983: Bennett and
Hulbert 1986). A serious lack of reliable geological information and geotechnical data
exists for the depositional properties of sediments because of the difficulty in obtaining
undisturbed samples and the previous lack of adequate technology to measure the re-
quired properties at and near the sediment-water interface. i.e.. within the upper few
centimeters. Indeed, the measurement of physical properties of surficial (upper few
meters), noncohesive ,ediments is a formidable task and accounts, in large part, for the
deficiency of data tor many important properties (mechanical, physical, geoacoustic.
etc.).

The purpose of this investigation was to determine in situ physical properties of
selected surficial carbonate sediments and to evaluate the lateral and vertical variability
of these properties over a limited scale. Another objective was to establish a reliable data
set of critical sediment properties of carbonate sands for geoacoustic modeling, seafloor
stability analysis, and other relevant U.S. Navy applications. The significance and role
of the microfabric in determining the physical properties of the sediment also were
investigated (Bennett et al. 1990).

Study of the physical and mechanical properties of surficial sediments provides data
not only for applied work but also provides a basis for gaining insight into the behavior
of deposits under static and dynamic stresse ,,Al. the dcp),Sidonal and sediment transport

-2. ,,,1.Crii or geological environments (Li and Bennett, in press). An un-
derstanding of the sediment properties at the sediment-water interface gives the "end
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member" characterization of the "in it ial state of the material fOr e aluatimg postdepo-
sitional processes of consolidation (dewatering) and diagenesis.

The Great Bahama Bank was selected f'Or the field measurements because of the
following factors: ( I ) sediment types available (o6lites) are texturally less complex than
many other shallow-water carbonates: (2) the sediments are located relatively close to
shore-based laboratories: (3) this region has been relatively well studied geologically:
(4) in situ measurements and sampling were logistically simple in the shallow watcrs of
this region: and (5) the sites were shallow enough for sufficient transfer of wave energy
to the bottom sediments to permit bottom shear modulus measurements which were part
of the field program (Yamamnoto and Bennett 1986: Connor 1986).

The Andros Platform of the Great Bahama Bank is a shallow water site of carbonate

deposition. The surface sediments of this region have been differentiated into five major
facies based on volume percentages of particle types larger than 1/8 mm and weight
percentage of particles smaller than 1/8 im (hnbrie and Purdy 1962: Purdy 1963a.
1963b). The five major facies are (I) coralgal, (2) grapestonc, (3) o6litic. (4) oolitc, and
(5) lime mud. Sedimentological descriptions of these face-, !nd the environments of
deposition have been studied in detail by Purdy (1963a, 1963b), and further discussion
of these aspects is beyond the scope of this article. Four sites were selected on the Great
Bahama Bank (Fig. 1) in water depths of 3.5 to 4 m. The four sites were located in the
general areas defined by Inbrie and Purdy (1962) as pellet mud (a subfacies of the lime
mud facies) and the o6litic facies. The lateral extent of the pellet mud subfacies ne--r
sites 3 a. ' 4 of this study was defined by Imbric and Purdy ( 1962) on the basis of onl,
one sediment sample, and thus the boundar, or lateral extent of the deposit w,,as poori?
constrained. In our samples, the sand-size particles which survived gentle wet sievin-
were predominantly ellipsoidal in shape and quite hard. Examination of sediments by
light and electron microscopy revealed that the sand-size particles are o6ids. The o6id
nuclei are composed of either various types of carbonate fragments or indurated fecal
pellets (samples examined by R. Rezak, personal communication 1989). The nuclei arc
coated with densely packed aragonite needles arranged tangentially to the surface of the
particles which, for practical purposes. fit the classical definition of o6litic particles
(Ginsburg et al. 1963).

Site Surveys, Instrumentation, and Techniques

Specific field sites were selected by analysis of grab samples and subbottom profiles
during a rapid survey in the areas of interest. A Honeywell ELAC 15-kHz subbottom
acc ustic profiler (sediment classifier) was used for the survey to compare the acoustic
properties of the areas of interest. Four sites were selected: Sites I and 2 were o6litic
sands with a small fraction of fines (less than 62 pnm): sites 3 and 4 were muddy (silty)
o6litic sands. The 15-kHz profiles of the two areas are very similar acusticallV, and
both areas shov -,iment thicknesses of about 2.5 to 3 m (Fig. 2). Profiles over the
oblitic sand show a distinct reflector, at abou 1.5 in .ubbotfom helow which the poros-
ity decreases significantly), which is partially visible in the profiles of the muddy to61itic
sands. The 15-kHz acoustic profiles of the muddy o6lite are somewhat more diffuse than
those of the sandy area of sites I and 2. The major diffc;cnc, in 6,i, ,, 'It, , s,,s tit.

higher percentage of tines present at sites 3 and 4. Water depths were only slightl\
greater (0.5 in or less) at sites I and 2.

Large diameter (7.9-cm ID. 8.9-cm OD) vibrocores wcre collected and in situ



4 R. H. Bennetela /!.
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Figure I. Map of Great Bahama Bank showing locations of sites 1-4.

measurements were conducted at the Mtau sitc,. Sample locaiions and penetration dcpths
are summarized in Table I The core tubes and conductivity and permeameter probes
were attached individually to the vibrocorer frame and driven with a pneumatic head

charged by an air compressor (345 689 kPa) located on deck. Core tubes were driven to
refusal depths, whereas the in situ probes were driven to selected subbottom depths for
dctermination of permeability and porosity.

ThC ',,lIu. ptolumit aund perme',hility and ,ordoratory permeability techniques are

de,,cribcd in Appendixes A, B. and C. Short, whole-core samples were cut immediately
from long vibrocorcs upon core retrieval in the field. These samples were refrigerated to
preserve sample quality for laboratory testing of permeability and porosity and subsam-
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pling for microfabric analysis (Bennett et al. 1990). Selected samples were used fr the
determination of shear modulus and frame loss (Badiey et al. 1988).

Laboratory porosity and grain size distribution were determined by standard tech-
niques (Lambe 1951; Richards 1962). Numerous subsamples of cores from sites I
through 4 were carefully wet sieved through a No. 230 mesh (62.5 /m) sieve to separate
sands from fines, and the grain size distribution of the fine fraction was determi,,d
further by pipette analysis. Average grain densities, which were determined using a
helium gas pyconometer, and in situ porosities were used to calculate water content
(percent dry weight) and saturated wet bulk density using the following relationships:

W % =I O0(nyj)
(I n)7,(1

and

0

1 -

2 -A. SITES I & 2

3

4

5 -SEA FLOOR

6L-

SAND

I-
2Z 0-
Z

1- .. SEA SURFACE
I--

La- 2 B. SITES 3 & 4

3

4
SEA FLOOR

5
6 MUDDY

SAND

Figure 2. High-resolution-15 kHz acoustic profiles: (a) sites I and 2: (h) sites 3 and 4.
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Table I
Coring and in Situ Measurements, Great Bahama Bank

Site Core Sample
Number Number Latitude Longitude Type Penetration (n)

I IA 25015.8 '  78050.5 Vibrocore 0.9
A 25 015.8' 79 050.5 Conductivity -

I IA 25015.8' 78050.5' Permeameter -

1 lB 25 015.8' 78 °50.5' Vibrocore 2.3
2 2A 25'15.9 '  78050.4' Vibrocore 2.4
2 2A 25 015.9' 78 050.4 Conductivity -

2 2A 2515.9' 78'50.4 Permeameter -

3 3A 25 022.2' 78 056.4' Vibrocore 1.2
3 3A 25 022.2' 78056.4 Conductivity -

3 3A 25 022.2' 78 056.4' Permeameter -

3 3B 25 022.2' 78 056.4 Vibrocore 2.4
3 3C 25022.2 '  78°56.4' Vibrocore 2.7
4 4A 25 022.2' 78 056.3' Vibrocore 2.6
4 4A 25 022.2' 78°56.3' Conductivity -

-y, = (ny,,,) + (1 - n)y, (2)

where W = water content expressed as percent dry weight
n = porosity expressed as a decimal, not a percentage

= density of sea water (1.024 Mg/im)
= saturated wet bulk density or wet unit weight

-y, = average grain density of the solids

Results

The sediments are classified (Fig. 3) as sand (sites I and 2) and silty sand (sites 3 and 4)
and are composed predominantly of o6litic grains (>62.5 /Am) supported by an ara-
gonitic matrix of silt-size and clay-size particles. Most of the o6ids are medium to fine
sand size (100-500 pim). The presence of fines creates a slightly cohesive and very
porous material. The percentage of fines decreases significantly with burial depth. i.e..
with increasing age (Fig. 4). The classification scheme of Dunham (1962) for carbonate
rocks, when applied in a limited sense to carbonate sediments, points out the important
distinction between a grain-supported material (packstone) and a matrix-supported mate-
rial (wackestone). Enos and Sawatsky (1981) used Dunham's classification scheme for
their study of the Great Bahama Bank sediments. According to Dunham's classification.
the sediments investigated during this study are predominantly "wackestones" (matrix
supported) based on grain size distribution and porosity, as discussed below. The micro-
fabric examined by scanning electron microscopy (Bennett et al. 1990) also supports the
classification of these sediments as wackestones." It should he noted, however, that the
carbonates of the present study and those examined by Enos and Sawatsky arc not
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lithified, and in both studies 62.5 /Am is used as the div, ion between grains adid tines.
rather than 20 /m as used by Dunham.

The in situ porosities (Table 2) for sites 1-4 are plotted as a function of depth of
burial in Figure 5. Porosities are somewhat higher and decrease with depth more dra-
matically at sites 3 and 4 (range n = 61-42%; n = 30% for rock tested at site 3A)
compared to sites I and 2 (range n = 50-36%). The porosity of the upper I in averages
45% at sites I and 2 but is considerably higher, 58%, at sites 3 and 4. The porosities at
sites I and 2 are comparable to the initial (depositional) porosities estimated for the
o6litic Miami limestone of the lower Florida Keys (Schmokcr and Hester 1986).

The porosities for sediments at sites 1-4 are much higher than are characteristic of
clean sandy sediments, but the values are reasonable because of the presence of even a
small amount of fines. As pointed out by Enos and Sawatsky (1981), if the large grains
(o6ids) are in contact, i.e., the sediment is classified as a "packstone," then the addition
of fines would result in the filling of intergranular pore space and a reduction in porosity.
Porosity would continue to decrease as more fines are added. At the point when all
intergranular pore space is completely filled with matrix of a given porosity, further
addition ot fines results in a matrix-supported sediment and increased porosity. This
conceptual model assumes that grain packing remains constant while intergranular pore
space is being filled with matrix material of an assumed porosity. In situ porosities
versus percent fines are plotted together with data from Enos and Sawatsky (1981) (Fig.
6). It should be noted that for a given porosity the percentage of fines is slightly higher
in samples from the present study compared to data from Enos and Sawatsky (possibly
indicating a denser grain packing of 0% fines for the sediments of the present study), but
the relationship of increasing percentage of fines with increasing porosity is similar. The
data by Enos and Sawatsky is best fitted by regression to a third-order polynomial with
suggests that for a ± 10-15% difference in the percentage of fines, the porosity varies
approximately ± 15%. This topic is discussed further in a companion article (Bennett et
al. 1990).

CLAY

* SITES 1 AND 2
a SITES 3 AND 4 75

CARBONATE SANDS

• .

SAND SILTY SAN SILT

Figure 3. Ternary diagram of grain size distribution: sand. greater than 62.5 pm: silt. 62.5 2
pm: clay. less than 2 p m.
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Figure 4. Percent fines (particles less than 62.5 jam) versus depth in core, sites 1-4.

Porosity and permeability were measured in the laboratory on selected samples from
sites I and 3 and on Ottawa sand (a control sample). Sample descriptions and grain size
distributions are given in Table 3. The porosities measured in the laboratory (Table 4) are
within the range of values measured by in situ techniques (Table 2). Differences in
porosity before and after permeability testing are probably a function of changes brought
about by pressurization of the samples to 689 kPa. e.g., resaturation, and by slight
variability in the properties of the subsamples tested. The permeabilities measured in the
laboratory (Table 4), about one order of magnitude lower than the in situ measurements
(Table 5), are low most likely because of sample disturbance during coring, transport.
and laboratory testing. In support of this explanation. an additional permeability reduc-
tion of two orders of magnitude (to a value for K of 1.99 x 10 2 darcy) was measured
on a remodeled sample from site 3 (Table 4). Remodeling produces mechanical distur-
bance that is severe compared to the disturbance observed in "high-quality" core sam-
ples. The reduction in permeability following remolding occurred despite the addition of
water to the sample, which increased the porosity from 54% to 627 (Table 4). This
decrease in permeability is probably due to a destruction of the large and continuous
pathways in the "undisturbed" samples that permit rapid drainage of water through the
material.

The laboratory and in situ porosities plotted versus permeabilities (Fig. 7) show a
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very wide range of' values which is largely a function of' the combined cll'cts of' grainl
size distribution and nlicrofabric. Similar observations of' the importance of' ricrot'abric
and grain size diytribution to porosity and permeability were f"ound in a study oft'crrige-
nous clays, carb mate oozes, and aragonite sands (Bennett et al. 1989). Typically, clean
sands display moderate porosities and high-to-moderate permcabilitics (Lambe and

Table 2
In Situ Porosity, Great Bahama Bank

Porosity
Depth Formation from

Factor Resistivity

Summary (tt) (cm) (F) (n)

Site I 1 30 3.07 45
2 61 3.47 40
3 91 2.92 47

4 122 2.72 50
5 152 2.90 47
6 183 2.82 48
6.2 191 2.96 46

Site 2A 2 61 3.36 41
2.5 76 3.02 46
3 91 3.22 43

Site 2B 3 91 3.12 44
4.8 145 3.04 45
5 152 2.77 49
6.2 191 3.46 40
6.8 206 3.53 40
7.8 236 3.50 40
8.2 251 3.85 36

Site 3A 2.8 84 2.87 55
8.8 267 5.50 (rock) 30

Site 3B 1 30 2.55 61
2.3 69 2.73 57
3.2 99 2.77 57

4 122 2.99 53
5.2 160 3.11 51
6.2 191 3.01 52
7 213 3.23 49
7.2 221 3.79 42

Site 4 1 30 2.73 57
7 213 3.27 49
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frorm independent tests on Ottawa sand conducted by the current authors and by W. A.
Dunlap (Texas A&M University, personal communication 1989?.

Average grain density values ranged from 2.79 to 2.88 Mg/rn and averaged 2.84
Mg/mr. These values are within the range of values between calcite (2.72 Mg'rn) and
aragonite (2.95 Mg/m'). Close examination of the porosity. water content, and wet bulk

density profiles (Figs. 5. 8, and 9) reveal that essentially no consolidation is apparent
with depth of burial at ile I : however. some apparent consolidation is observed at site 2

belowI 1O cm suhbottom. Site:, 3 and 4 show the highest initial water contents and the
greatest degree of apparent consolidtioi. (Table 6). However, the decrease in porosity
with depth of burial may be a function of the relatre decrease in the percentage of fines.
Examination of the upper 50 cm of sediiient at sites I and 2 versus sites 3 and 4 reveals
that a difference of approximately 10% in percentage of fines. A reduction in porosity

80

x70

60 X

X

60 - 0

o 0

0 0 A X a

0U

5 - 1
X A

XA U

A

40 c am

* SITE I

A SITE: 2
* SIM 3
* SITE 4

X ENOS & SAWATSKY, 1981

30-
0 20 40 60 80 100

PERCENT FINES

Figure 6. In situ porosity ver~us percent tines (particles less than 62.5 pm) for sites 1 --4. Data b\
Enos and Sawatsky (1981) from laboratory determinations of por)sity and percent tines is also
plotted. The equation of the curve for the data by Enos and Sawatsky is Y = 44. 595 +
1.1497x - 0.0-2X + 0.0001285.%. The correlation coefficient, r, is 0.90.
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Table 3
Sampling Description and Grain Size Data for Great Bahama Bank

Samples Used lor Laboratory Determinations of Porosity and Peimeahility

Grain Size (( by weight)

Water Depth in Sand Silt Clay
Site Location Depth (m) Core (cm) (2(X)0-62.5 ,rn) (62.5-2 Am) (< 2 Am)

2515.8'N 5 182-187 94 1 3
78 "50.5' W

3 25'22.2'N 4.7 24-29 57 29 13
78 '56.4' W

116-121 72 15 11
207-212 75 14 9
260-265

()ttaa ,and 30-40 mesh. 425-600 pmll

from 61 (/ to 42 % is observed for site 3 within the upper 220 cm subbotton correspond-
ing to an overburden stress. 6. of only 17.5 kPa.

Site 2 sediments decrease in porosity from 44( to 367, within 250 cm subbottom
(Table 2) with an eflective overburden stress, J, of only 24.8 kPa. which is reasonable
considering the low percentage of fines at this site. The higher porosities and greater
decrease in porosity with burial depth at sites 3 and 4 compared to sites I and 2 are
primarily a result of the much higher percent of tines present. Porosities at sites I and 2
are highest at about 150 cm subbottom and then decrease with depth of burial (Fig. 5),
and this trend does not generally correlate with the percentage of fines (Fig. 4).

In situ permeabilities are plotted versus porosities and compared with data collected

Table 4
Laboratory- Measured Permeability and Porosity

for Samples from Great Bahama Bank

Permeability Porosity ( 7/

Sample K (darcy) k (cm/s) Bcfore" After"

Site I. 182-187 cm 3.98 3.85 x 10 39 46
Site 3. 24-29 cm 5.79 5.59 x 10 54 60
Site 3, 20 7-212 cm 2.26 2.18 x 10-' 50 49
Site 3. 260-265 cm 4.45 4.30 x 10 47 41
Site 1. 4-7 i 1.99 x 10 1.92 x 10' 62 -

(remolde. c
Ottawa sand 207.0 0.20 36

38

t'~,
~ ,I O dtic and ilier ptrmehabiiN te.ting.
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Table 5
In Situ Permeabilities. Greit Bahama Bank

Depth Permeability

Summary (ft) (cm) K (darcy) k (cmn/s)

Site l 3 91 69 6.7 x 10-
5 152 60 5.8 x 10-"
6 183 44 4.2 x 10-2
7.5 229 27 2.6 x 10-2
8.5 259 14 1.4 x 10-

Site 2 6.7 203 17 1.6 x 10--
9 274 3 0.32 x 10-2

Site 3 5.5 168 71 6.8 x 10
7 213 63 6.1 x 10 2

8.5 259 23 2.2 x 10<"

Table 6
In Situ Water Content and Wet Bulk Density, Great Bahama Bank

Water Content Wet Bulk Density
Depth (cm) (%) (Mg/mi)

Site 3A 84 45 1.8
267 16 2.3

Site 3B 30 59 1.7
69 50 1.8
99 50 1.8

122 35 1.9
160 39 1.9
191 40 1.9
213 36 1.9
221 27 2.1

Site 4 30 49 1.8
213 35 1.9
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Figure 7. Plot of porosity versus permeability for oolitic carbonates from the Great Bahamia Bank
measured by in situ and laboratory techniques. Data from Badicy el al. t 988) are for laboratory
mieasurements at atmospheric pressure in a variable-head permeability apparatus built by the Ge0-
Acoustics Laboratory of the University of Miami. Ovals delimnit two miajor fields into wAhich th,
data fall: (left) laboratory values: (right) in situ values.

from cores studied by Enos and Sawatsky (1981) from the Great Bahama Bank (Fig. 10).
The in situ permeabilities fall among the highest values measured by Enos and Sawatsky
on core samples. Although there is considerable scatter in the core data, a discernible
trend in the Enos and Sawatsky data is observable: a decrease in permeability with
increasing porosity, as was noted by Enos and Sawaisky. Thc data fromn Enos and Sa-
watsky was col!ected along a northwest transect from Andros Island to Browns Cay and
consequently includes a broad range of environments. (This transect passes very near
our sampling sites.) Although the in situ measurements are limited, our data indicate an
increase in permeability with increasing porosity for sediments deposited in similar
depositional environments. We suggest that the depositional porosity and permeability
are largely controlled by both the grain size distribution and the microfabric. Both
significantly influence pore size and geometry.

Enos and Sawatsky suggest that there was essentially no observable change in po-
rosity with depth of burial to depths of at least 6.8 m. The in situ measurements of
porosity (Table 2). the plots of water content and wet bulk density versus depth of burial
(Figs. 8 and 9), and the in situ permeabilities (Table 5) reveal significant changes with
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Figure 8. (a) Water content and wct bulk density calculated from in situ porosity and laboratory
average grain density measurement plotted versus depth in sediment, site 1. (b) Water content and
wet bulk density calculated as described in 00t plotted versus depth in sediment, site 2.
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Figure 9. (a) Water content and wet hulk density calculated from in situ porosity and laboratory
average grain density measurements plotted versus depth in sediment, sites 3A and 3B. (b) Water
content and wet hulk density calculated as described in (a) plotted versus depth in sediment, site 4.
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Figure 10. In situ porosity plotted versus in situ permeability for sites 1-4 (data connected by
straight line). Core data from Enos and Sawatsky (1981) are also plotted.

depth of burial. Mechanical consolidation (dewatering) within the upper 2-3 m of these
carbonate sediments is probably of lesser important. The greatest porosity reduction
occurs in the carbonate sediments having the highest percentage of fines and is con-
trolled largely by changes in the grain size distribution and in the absence of excess pore
water pressures, the porosity and permeability decrease with decreasing pore size as
depth of burial increases. It should be noted, however, that for deeply buried sediments
less reduction in porosity has been observed for calcareous sediments than for terrige-
nous materials (Bryant et al., 1981).

Conclusions

In situ measurements of selected surficial shallow-water carbonate sediments revealed
significant reduction in porosity and permeability with increasing depth of burial to
subbottom depths of only 2.5 m. Sediment textures (grain size distribution) ranged froma
o61itic sands to aragonitic silty sands, and samples displayed a significant decrease in the
percentage of fines with depth of burial. Although porosities were similar for both in situ

K
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and laboratory tests, tht, in situ permeabilities were an order of magnitude higher than
laboratory measurements. Coring and handling disturbance is considered the main cause
of reduction in permeability results for laboratory measurements compared to in situ
measurements.

Initial depositional porosities decrease from 61% to 42% at site 3 and from 44% to
36' at site 2. A major factor contributing to porosity reductions at these sites is the
derease in the percentage of fines with burial depth. Overburden stress is low (<25
kFa) at 2-2.5 m subbottom at these sites. These data, which are not in strict agreement
with conclusions by Enos and Sawatsky (1981), indicate the following: (1) significant
porosity reduction was observed with depth: (2) porosity decreased with a decrease in
the percentage of fines: (3) permeability decreased with decreasing porosity: and (4) in
situ permeabilities were an order of magnitude higher than laboratory values and were at
the high end of the range of values measured by Enos and Sawatsky on core samples.
Our results from a remolded sample suggest that coring in noncohesive or weakly cohe-
sive granular carbonate sediments which contain a fine-grained matrix causes severe
distortion and disturbance of dewatering pathways and particle rearrangements. This has
been well known by the geotechnical engineering profession for many years and is a
primary reason for the lack of reliable physical property data for noncohesive sediments.
The depositional porosities of 45% measured in situ for the sites I and 2 o6litic sands are
in close agreement with initial porosities estimated for the o6litic Miami limestone of the
lower Florida Keys (Schmoker and Hester 1986).

Significant variability, laterally and vertically, was observed in the selected physical
properties of these carbonate sediments. Caution should be exercised when estimates of
physical properties are applied to acoustic models and geotechnical engineering prob-
lems, particularly when only limited sources of sediment data are available. Grain size
data alone are insufficient for predicting the porosities and permeabilities of weakly
cohesive sands containing a fine-grained matrix. We suggest that these parameters are
largely controlled by the microfabric and gram size distribution, the environmental pro-
cesses, and specifically the consolidation history. At high overburden stress, compaction
processes that drive out the interstitial water alter the particle arrangements (microfa-
bric) and change the pore size distribution, thus changing the porosity and permeability
(Bennett et al. 1989).
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Appendix A: Resistivity-Porosity

In situ measurement of sediment electrical conductivity (the reciprocal of resistivity)
provides a means of determining the porosity and wet bulk density of scafloor deposits
of cohesive materials and noncohesive sands and gravels (Bennett et al. 1983). With
present technology, noncohesive sediments are virtually impossible to recover in an
undisturbed condition and are generally not suitable for measurement of geotechnical
and geoacoustic properties by laboratory techniques. (For this reason, most of the early
literature data for the physical properties of the Great Bahama Bank sediments are highly
suspect.) The system and probes used in this project are similar to those described earlier
by Hulbert et al. (1981) and Bennett et al. (1983). One major difference, however, is
that a probe tip having a considerably smaller diameter (5.5 cm) could penetrate the
o6litic sands found in the Great Bahama Bank, compared to the very robust tip design
(12.5 cm) required to penetrate the coarse carbonates and rectal debris off the Florida
Shelf.
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The conductivity probe uses the four-electrode contact technique consisting of two
pairs of electrodes, one pair for applying the reference current and the other for measur-
ing the resulting electrical potential (Fig. A-1). Details of the systems and in situ poros-
ity data for coarse-grained carbonates off the Florida Shelf can be found elsewhere
(Hulbert et al. 1981; Bennett et al. 1983). The small probe tip design used during this
study has been thoroughly described by Lambert et al. (1986).

The porosity, n, of a sedimentary deposit is related to the formation of resistivity
factor or formation factor, F as given by Archie (1942):

F = n."' (A-I)

which was later modified by Dakhnov (1962) as follows:

F = an ' (A-2)

where a is a factor of proportionality that depends on the ratios of the fine fractions ( <
62.5 Am) to the coarse fraction (>62.5 /m) of the sediment of interest. The exponent.
m, is usually called the shape factor (Lambert et al., 1986). Coefficients for Eq. (A-2)
have been reported for several sediment types by Erchul (1974). For sands, Erchul
determined values of 1.4 to 1.6 for the coefficient a and 1.0 to 1. 1 for the exponent in.
In this study values for a and m were found to be as follows:
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DUAL ELEMENT
ThERMISTOR AD . g BEARING PLATE
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CAST EPOXY WEDGE

CURRENT ELECTRODE

POTENTIAL MEASURING' CURRENT ELECTRODE

ELECTRODES

Figure A-I. Component sketch of in situ conductivity probe tip and mounting connector.
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a = 1.27 and in = 1.11 for sites I and 2 (o~litic sand)
a = 1.48 and in = 1. 11 for sites 3 and 4 (muddy o6litic sand)

The relationship between porosity and resistivity is valid for sediments composed of
solid particles and would not be expected to apply directly for sediments composed of
particles having significant intraparticle porosity such as foram oozes.

Techniques for calibration of the conductivity system and probe tip are described in
detail by Hulbert et al. (1981), Bennett et al. (1983), and Lambert et al. (1986).

Appendix B: In Situ Permeability

Permeability measurements were accomplished through use of a falling-head permeame-
ter. In our application of this technique, a probe that contains a porous segment is
emplaced vertically in the sediment. An initial hydrostatic head is established at the
porous element via a vertical column of water. The subsequent rate of decay of the
pressure head as water flows through the porous element into the surrounding sediment
can be related, through Darcy's law, to the permeability of the sediment.

The important components of the permeability probe are illustrated in Figure B-I.
The probe consists of a cylindrical porous stone positioned between a pipe and a solid.
conical tip. The porous stone is supported internally by a perforated pipe. The length of
the porous stone is 9.9 cm. and the inside and outside diameters are 3.25 and 4.25 cm.
respectively. The entire assembly is attached to the vibrocorer driving head. A flexible
hose connects the top of the probe assembly with a 25.27-liter water reservoir located on
the deck of the vessel. The reservoir is calibrated so that the volumetric flow associated
with a decrease in pressure head can be determined. The arrangement of the various
components is shown schematically in Figure B-2.

Modeling of in Situ Permeability Probe

For purposes of analysis, it is assumed that the porous stone can be represented by an
isolated, porous sphere of diameter d with the center located a depth D below the
sediment-water interface of a semi-infinite porous medium (Fig. B-3). If a slowly vary-
ing differential pressure head h(t) is maintained at the surface of the sphere. then the
instantaneous volumetric flow Q(t) into the sediment is given by

CONNECTOR TO
VIBROCORER PIPE

POROUS STONE

(EPOXY COATED
GLASS SPHERES)

POROUS STONE

SUPPORT PIPE

POLYCARBONATE TIP

Figure B-I. Component sketch of in situ permeability probe.
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Figure B-2. Generalized scheme for in situ permcahilit measlrcment (not dra\ n to scalei.

Q00) = 27r dKpg (B-I)
01 - d/4D

where K is the intrinsic, or sediment, permeability, p is the dynamic viscosit\ of the

saturating fluid, p is the fluid density, and g is the acceleration of gravit. The above
result is obtained by direct analogy with the case of steady heat conduction from an
isothermial sphere embedded in a semi-infinite medium with a surface maintained at a
temperature different from that of the sphere (Eckert and Drake 1972. p. 106). To appl\
Eq. (B-I ). the surface area of the sphere is set equal to the external surface area A1 of tie
cylindrical porous stone. The sphere diameter is then

d =(B-2)

The modeling of the permeameter response by Eqs. (B-I) and (B-2) embodies the
assumption that near-field effects are of minor importance in determining the overall
flow rate, and hence it is not necessary to use the exact geometry of the porous stone.
Conservation of mass requires that the volumetric flow rate Q(1) be related to the pres-
sure head dh/dt by
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h(t)

Sediment

D

4Kf
Figure B-3. Geometry used to model the in situ permeahilit. probe.

Q(t) -- dh (B-3)dt

wAhcrc b is the cross-sectional area of the reservoir where the head chang-e is mueasured.

Combination (A' Eqs. (B-I) through (B-3) then provides

A Ch(t) (B-4)
dt

where

C 2 7r dKpg (B-5)
bp( I - d/4D)

In the expression for C. the quantity Kgp/i is usually referred to as )arc 's coeli-
cient of permeability, k, which has units of cm!s. The intrinsic permcability. K, which
has units of cm2, is a measure of the permeability of a sediment, which is independent ol
the fluid properties. The darcy is a common unit of permeability, and I darcy has the
value of 9.89 x 10" cm2. For a constant C, integration of Eq. (B-4) provides
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h(l) = h exp(- Ct) (B-6)

where ft, is the initial differential head and t is the elapsed time.
The sediment perneal lity can be inferred using either of two approaches. In the

first method. C can be determined from a curve fit of h versus I based on Eq. (B-6), and
the permeability then obtained from Eq. (B-5). A second method is based on the integra-
tion of Eq. (B-4) over a time interval At between elevation heads h, and h.. yielding

SIn h(B-7)
C At h

Knowinr C, the intrinsic permeability K is, as before, obtained from Eq. (B-5).
Prior to its use. the permeameter must be calibrated to properly account for the

intrinsic head loss associated with flow through the system consisting of the reservoir,
valve, tubing. pipe. and porous stone. This is accomplished by establishing flow through
the pcrmeametcr while immersed in water. The intrinsic permeability of the instrument,
K,. is then determined from measurements of the head loss characteristics, as described
in the previous paragraph. Given the approximate nature of the analysis, it is appropriate
to calibrate the instrument using a material of known permeability in order to 'btain
improved accuracy.

The in situ application of the permeameter provides a measurement of an apparent
perme:ability. K,,, resulting from the combined flow resistance of the sediment and the
pcrmeameter itself. From Eq. (B-I), it is clear that the volumetric low rate from the
porous sphere is given by Q = (1Kj/A) Ap_, where 1. is a length. K. is the sediment
permeability, and Ap. is the pressure difference which exists betwe'cn the surface of the
porous sphere and the far field. The volumetric-flow-rate/pressure-loss characteristics of
the permeameter itself can be represented by Q = (IK,/) Ap,. for slow vi,.'ous 11o\k
through the system, where K, is the intrinsic permeability of the instrument. .pr is the
pressure drop. and 1, is a length. In the in situ application of' the permeameter. the
pressure drops Ap., and Ap, act in series to produce an ovecall pressure hs. Ap. Th-e
response of the permeameter can then be represented in terms of the overall pressure
drop Ap = Ap,( I + Ap,/Ap by Q = (l K,,pp/) Ap, where the apparent permeability
A,. is giken by

K;, = (B-8)
I + (I K,/l,K,)

In t.pical applications, IK,//,K, < 1, Ap,/Ap < 1. and d < D, result ng in ob\'ious
simplifications to Eqs. (B-5) and (B-9). In particular, Eq. (B-8) yield.. K. K,111. and
the apparent permeability mcasurect with the permeameter is essentially equal to the
sediment permeability. Typical values for the parameters used in the current investiga-
tion arc d = 6.5 cm. A = 132.2 cm 2, D = 91-274 cm. and K, = 3.8 x 10 cm.

Appendix C: Laboratory Permeability

A specially designed. back pressure permeameter was built to measure the permeability
of coarse-grained. porous sediment (quartz and carbonates) characterized by high 'Vo,
rates. i.e.. having coefficients of permeability as high as K = 1.0 darcy. The purpose of
permeability testing with applied back-pressure is to ensure saturation of the sediment



26 R. H. Bennett et al.

sample in much the same way as employed in back-pressure consolidometers (Lowe et
al. 1964: Bryant et al. 1974). Saturation of the sample is necessary since free air bubbles
seriously reduce fluid flow in porous media.

The permeability apparatus, shown in Figure C-1, consists of two clear plastic tubes
(7.5-cm ID, 8.9-cm OD) connected by a large, high-pressure ball valve with appropriate
plumbing. The system is connected to a 689-kPa (100-psi) air source. Sample compart-
ment G is installed in the base of standpipe E. With ball valve H closed, water is added
to the standpipe by removing the upper section of the pressure equalization tube D. The
system is sealed by reinserting tube section D and closing both drain valves (K and L).
Safety shields cover E, H, and J, and a safety clamp is attached to tube D. Valve H is
opened to initiate fluid flow, and the system is pressurized to 689 kPa by turning valve C
to the pressure position and opening valve A. Valve A is closed when gauge B reads 689
kPa. Water levels are recorded from scale F, and corresponding times are noted. Water
collecting in reservoir J is not allowed to exceed the level of the base of umbrella I.
(Umbrella I covers the end of the pressure equalization tube D, which ensures uniform
pressure throughout the system.) At the end of the test, water is drained from reservoir J
by opening valve K. When all water has drained from reservoir J. valve L is opened and
valve C is switched to the vent position.

Our permeability apparatus is based on the standard variable-head test. The Darc 's
coefficient of permeability can be calculated from the following equation (Lambe 1951):

2.3aL logI(h,/h(
k = (C-l)

A(t - t)

where a = cross-sectional area of the standpipe
A = cross-sectional area of the sediment sample
L = length of sediment sample
t, = time when water in the standpipe is at h,
t, = time when water in the standpipe is at h,

h,,, hI = water levels, as measured from the bottom of the sediment sample (Fig.
C-I)

Darcy's coeffivien! (if permeability is converted to intrinsic permeability K. that is. the
permeability of the sediment independent of the fluid properties, by the equation

K - kp (C-2)
Pg

where p is the fluid density, g is the acceleration due to gravity, and i is the dynamic
viscosity of the fluid. K is often expressed in units of darcys, where I darcy has the
value of 9.89 x 10 '" cm'.

Samples of Ottawa sands (30-40 mesh) were used for the initial testing of' the
permeability apparatus at 689 kPa. The results are very consistent (k. average = 0.20
cm/s. that is. K = 207 darcys, stanlard deviation, a = 0.02 cm/s: n = 18: Fischer et
al. 1990) and agree very well with earlier independent measurements of the same mate-
rial (Dunlap. Texas A&M University. personal communication 1988). Consistent results
also were obtained for Ottawa sands at atmospheric pressure.
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Figure C-i. (a) Schematic drawing of the variable-head permeability apparatus used in this stud\.
The system is designed to apply safely a back-pressure of 689 kPa. Major components are labeled.
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